
Amber and Steve who we met at a garden show in Minneapolis in 
!ÐÒÉÌ ÏÆ άΪΫβ ÏÐÔÅÄ ÔÏ ÐÕÒÃÈÁÓÅ Á Ϋάȭ Ø Ϋΰȭ Rapid Cabin tm Ȱ$ÒÙ )Îȱ ÌÏÇ 
cabin kit.  As the process evolved they ultimately increased the size 
ÔÏ Ϋάȭ Ø άβȭȢ  4ÈÉÓ ËÉÔ ×ÁÓ ÏÎÅ ÏÆ ÔÈÅ ÆÉÒÓÔ 2ÁÐÉÄ #ÁÂÉÎ ËÉÔÓ ×Å 
manufactured and they trusted Woody Cabins to deliver. Since that 
time we have delivered several Rapid Cabin kits from very small kits 
to two story complicated structures.  Anything is possible with the 
Rapid Cabin building system.  Steve especially helped us in 
clarifying the installation instructions on an on going basis during 
their installation.  Steve and Amber with little outside help were 
successful in installing the Rapid Cabin Dry in kit in approximately 
9 work days once the floor deck was installed.  Our design team at 
the Woody headquarters in Watertown Wisconsin designed the 
post footing  foundation required for this cabin.  Each post location 
was shown on the blueprints and Steve and Amber nailed the 
locations exactly.   A large entry and landing was necessary for cabin 
ÅÎÔÒÙȢ  4ÈÅ ÃÁÂÉÎ ÌÏÃÁÔÉÏÎ ÄÕÅ ÔÏ ÉÔȭÓ ÓÌÏÐÅ ÒÅÑÕÉÒÅÄ Á ȰÓÔÅÐÐÅÄȱ ÐÉÅÒ 
design.  They both searched for years researching log cabin kit 
manufactures and were convinced The Woody System was the one 
of choice due to the simplicity, versatility and cost.  We pride 
ourselves in creating a log building system that is understandable 
ÁÎÄ ÆÒÉÅÎÄÌÙ ÆÏÒ ÔÈÅ ȰÄÏ ÉÔ ÙÏÕÒÓÅÌÆÅÒÓȱȢ  !ÖÁÉÌÁÂÌÅ ÉÎ ÁÎÙ ÓÉÚÅ 
imaginable.
Wisconsin, Michigan and Minnesota white pine are the back bone 
of our cabin kits.  All components are kiln dried.  Our ingenious 
design helps limit the maintenance associated with most log cabin 
kits.  Give us a call as I think we can help clarify the process.

An Introduction



The site location in 
northern Minnesota 
required some minor 
tree clearing

An outside contractor 
brought in equipment 
to smooth the site 
ÂÅÃÁÕÓÅ ÏÆ ÉÔȭÓ 
significant slope.

Site preparation



Laying out the pier locations

The pier holes are dug 
and the piers and the 
building floor 
perimeter is installed.
Notice the lot slope


